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STREAM BUFFER ENCROACHMENT

ESPCP GENERAL NOTES:

Stream Buffers are not impacted by this project.
The contractor 1s not authorized to enter info stream buffers,except as described in the

The escape of sediment from the site shall be prevented by the installation of erosion and sediment

control measures and practices prior to, or concurrent with, land disturbing activities. . table below:

BROOO-0002-00(228) DOOLY (D2 108

Erosion control measures will be maintained at all Hmes. If full implementation of the approved

plan does not provide for effective erosion control, additional erosion and sediment confrol measures m’fn% or Location of Buffered Streams and State Walers == g;'; ifn”} nge %Z;; J ngﬂ?,;e

shall be implemented to control or treat the sediment source. number of Algnment Begln Sta (Lt or RT)| Ending Sta (Lt or Rty| Water) (Yes/No) | Required?

PLAN ALTERATIONS ' feature)

z;hedg rosion fSh%dif?enr%ﬁon ar;d figlluﬁ?nr l%om‘rol_ P;ag (E §PCP) is providedr by ;‘he Dep;yhggnenr. ; STREAM*I | -85 NORTH 920°00.00 920+00.00 WARM NO NO
addresses staged construction o project based on common construction methods an - -

techniques. If the Confractor elects fo alfer the stage construction from that shown in the plans, STREAM*Z | -85 NORTH 924-00.00 924-0000 WARM NO NO

or utilize construction techniques that render this plan Ineffective, the Contractor shall revise the STREAM*! | -85 SOUTH 9/9+50.00 9/9:50.00 WARM NO NO

plans In accordance to Special Provision 16! of the contract. STREAM*2 | 1-85 SOUTH 924:00.00 919°50.00 WARY NO NO

T'he Confractor,the Certifled Design Proffessional and the WECS shall caref ully evaluate this plan STREAM*3A SR 36 967+00.00 969+50.00 WARM NO NO

prior to commencing land disturbing activities.A major modification or delstion of structural BMP's " - :

with a hydraulic component requires a formal revlision of the ESPCP and the signature of a GSWCC STREAM*3B SR 316 9746000 974-60.00 WARM NO NO

level-ll-certified design proffessional. Additional BMP's may be added per Speclal Provision 16/-Control

of Soil Erosion and Sedimentation.

TEMPORARY MULCHING

*Warm water streams have a 25-foot minimum buffer as measured from the wrested vegetation.

EPD General Permit GAR 100002 requires "Any disturbed area left exposed for a period greafer

than 14 days shall be stabilized with mulch or femporary seeding. - However,the Department typically
requires disfurbed areas fto be stabllized every 7 days. The construction documents,special provisions,or
specification may require mulching more offen than 7 days.

Specifically for this project,all distrubed ateas shall be muich immediately.

VEGETATION AND PLANTING SCHEDULE

READY MIX CHUTE WASH-DOWN

Cold Water streams have a 50-foot buffer as measured from the wrested vegetation.

xx [ocations are approximate,a detalled location of stream buffers and authorized work areas
are shown on the individual BMP sheets.

The washing of ready-mix concrete drums and dump fruck bodles used In the delivery of portland cement concretfe Is prohibited

on this sitfe. In accordance with standard Specification 107 - Legal Regulations and Responsibility to the Public,only the

All temporary and permanent vegetative practices Including plant species, planting dafes, seeding fertilizer,
lime and mulching rates for this project can be found in section 700 of the current edition of the
Deparitment’'s specifications and other applicaable contract documents, special provisions, or landscaping
plans.

SEQUENCE OF MAJOR ACTIVITIES

The Contractor is responsible for developing the construction schedule for the project. A copy of the
construction schedule shall be mainfained af the project site. '

As ATMS ifems are installed or any other ground distrubing activity 1s performed,the distrubed are shall be
muiched Immiedarely and grassed as stafed in the Special Provisions. ’

discharge “chute" ufilized in portland cement concrete dellvery may be rinsed free of fresh concrete remains.The Contractor
shall excavate a plt outside of State water buffers,af least 25 feet from any storm draln and outside of the fravel way,
including shoulders,for a wash/pit area. The pit shall be large enough to store all wash-down water without overtopping the
pit. Immediately affer the wash-down operations are completed and after the wash-down water has soaked Info the ground,the
pit shall be filled In,and the ground above shall be graded to mafch the elevation of the surrounding areas smoothed out.
Alfernafe wash down plans must be approved by the Project Engineer.

Wash-down plans describe procedures that prevent wash down water from entering streams and rivers. Never dispose of wash-down
water down a storm drain. Establish a wash-down water pif location that Includes the following: (1) the pit Is located away

from a sform drain,stream or river,(2) the pit Is accessible to the vehicle being used for wash-down,(3)the pit has enough

volume for wash-down water,and (4) make sure you have permission fo use the area for wash-down. On some sites,you may not

have permission or access to a location which allows for a wash-down pit. In those cases,the Contractor may have to wash-down

Info a wheelbarrow or other container and carry the container for transport fo a proper disposal site. For additional

PETROLEUM STORAGE,SPILLS AND LEAKS

The plans provided herein do not anticipate the sforage of petfroleum products onsite.The contractor

shall at a minimum provide an action plan and keep the necessary materials on site for the capture and
disposal of any petroleum product leaks or spills assoclated with the servicing, refueling or operation

of any equipment utilized In the work. A copy of the action plan shall be submitted” fo the Project Engineer
and malnfalined on the project site. All personnel operating or servicing equipment shall be familiar with this
plan. The contractor shall not park,refuel,or maintain equipment within sfream buffers.

INSPECTIONS

All inspections shall be documented on the appropriate Depariment inspection forms.
See Special Provision 167 and other contract documents for inspection requirements.
These Inspections shall continue until the Notlce of Termination (NOT) s submitted.

Information, refer fo the Georgia Small Business Environmental Assistance Program’s "A Guide for Ready Mix Chute/Hopper Wash-down'.

Failure to perform inspections as required by the coniract documents and the NPDES permit shall

If the Confractor elects to store pefroleum products on sitethe Contractor shall prepeare an ESPCP
addendum that addresses the additional BMPs needed for onsite storage and spill prevention for
petroleum products. This plan shall be prepared by a Cerfified Design Proffessional as required

by GARIO0QOZ for Inclusion with these plans. The Contractor’s attentlon 1s specifically directed to
Standard Specification 107-Legal Regulations and Responsibility to the public for additional requirements

WASTE DISPOSAL

Where aftainable, locate waste collection areas,dumpsters,trash cans and portable foilets at least
50 feet away from streets, gutfers,watercourses and sform dralns. Secondary containment shall
be provided around liquid waste collection areas fo minimize the likelihood of contfaminated
discharges. The Contractor shall comply with applicable state and local waste storage and disposal
regulations and obtain all necessary permits. Solid materials,including building materials, shail not
be discharged tfo Waters of the Stafe,unless authorized by a Section 404 Permit.

result in the cessation of all construction activities with the exception of Traffic Control and
Erosion Control. Continued fallure to perform inspections shall result in non-refundable deducations
as specified in the contract documents.

By agreement with Georgla EPD,the Department’s Construction Project Engincer will be responsible
for the seven day inspections required for new BMP Installations.
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